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360 Degree LED Globe Display 

INDOOR LED DISPLAY 

 

PRODUCT OVERVIEW 
The HD LED globe display is a unique 3600 display featuring full video 
capability, designed to create a “wow” factor in any setting.   
 
 
FEATURES  

• High precision construction 
• HDMI input 
• Mounts on stand or hung from ceiling 
• High gray scale even at low brightness – 16 bit processing 

technology across the screen enhances black levels. 
• 3600 wide viewing angle for true color representation from all 

viewing points. 
• Ultra-high refresh rate – 3840Hz 

 
 
APPLICATIONS 

• Corporate lobbies 
• Museums / universities 
• Exhibit halls 
• Theaters 
• Theme parks 

• Dining and entertainment centers 
• Retail showrooms 
• Airports and transportation hubs 
• Casinos / entertainment venues 
• Newsrooms / broadcast 

 

 
 
Product Description 
 

MODEL# DIAMETER AVERAGE POWER BRIGHTNESS REFRESH RATE SCREEN AREA 

EV-GL25-10 1.0m 754W 750 cd/m2 >3,840Hz 3.14m 

EV-GL25-15 1.5m 1,275W 750 cd/m2 >3,840Hz 7.065m 

EV-GL25-20 2.0m 3,014W 750 cd/m2 >3,840Hz 12.56m 
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360 Degree LED Globe Display 

INDOOR LED DISPLAY 

Specifications 
 

MODEL#  EV-GL25-10 EV-GL25-15 EV-GL25-20 

DISPLAY 

Screen Area (W*H) 1m*1m 1.5m*1.5m 2m*2m 

Total Average Power 754W 1,696W 3,014W 

Total Max Power 2,512W 5,652W 10,048W 

Total Net Weight 384kgs 388kgs 686kgs 

MODULE 

Pixel Pitch 2.5mm 

LED  SMD 1515 

Refresh Frequency 3,840hz  

CABINET 

Weight 144kg 388kg 686kg 

Material Sheet metal steel cabinet 

Average Power/Square Meter 2,512W 1,275W 2,342W 

Max Power/Square Meter 754W 4,400W 8,200W 

PERFORMANCE SPECIFICATIONS 

Minimum Viewing Distance 2-200 meters 

Brightness >1,200 cd/m2 

Viewing Angle Horizontal: 3600 / Vertical: 3600 

Brightness Control 256 levels 

Grayscale 16 bit 

Refresh Frequency 3840hz 

Driving Mode 1/29 scan 

Input Power Frequency 50 or 60 Hertz 

Input Voltage AC220V-240V 

Blind Spot Rate <1/10,0000 

Lifetime at 50% Brightness 100,000 hours 

Ingress Protection IP31 

Connection Type <120 meters: UTP CAT.6 network cable (without relay) or optical fiber transmission for over 500M-10,000M 

Operating Temperature -200C ~ +500C 

Operating Humidity 10% ~ 90% 

Control Distance CAT6 cable: ＜100 m; Single mode fiber: ＜10 km 

Signal Input Format HDMI 

Operating System Windows (2000/XP/Vista/7/10) 

 
*Above specifications are subject to change without prior notice. 
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360 Degree LED Globe Display 

INDOOR LED DISPLAY 

Product Photos 
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360 Degree LED Globe Display 

INDOOR LED DISPLAY 

Dimensions  
 

 


